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Tera Truck 
 

DESCRIPTION  
Tera Truck is a fully synthetic superior quality diesel engine oil for vehicles operating 

under very demanding conditions and with greatly extended service intervals. It has low 

levels of sulphated ash, sulphur and phosphorus, making it particularly suited for 

engines with emission control systems according to Euro IV, e.g. particulate filters and 

various types of catalysts. 

 

PROPERTIES  
Tera Truck is primarily designed to meet the highest requirements for extended oil 

change intervals according to ACEA E6 and E4, but can also be used advantageously 

according to ACEA E7. The unique additive technology, with low levels of sulphated 

ash, sulphur and phosphorus, gives significantly longer service life for the emission 

control systems used to meet emission requirements according to Euro IV, compared to 

conventional oils. This, combined with a fully synthetic base oil, gives the product 

unbeatable superior quality. Tera Truck meets the highest demands from companies 

such as Mercedes-Benz, MAN and Volvo. Due to its low ash content, the product can 

also be used advantageously for several types of gas-powered engines, including Volvo, 

Scania and MAN. 

 

RECOMMENDATIONS  
Tera Truck is recommended primarily for engines with emission control systems according 

to Euro IV, where an oil that meets ACEA E6 standards is required. It can also be used 

advantageously in heavy-duty vehicles with supercharged diesel engines operating under 

harsh conditions or with extended oil change intervals, according to ACEA E4 or E7 

 
 

 

 

 

 

RECOMMENDED FOR 

SAE 10W-40 

API CI-4 

ACEA E6, E7, E9 

Volvo VDS-3, CNG 

Deutz DQC IV-10 LA 

MB 228.51, 226.9 

MAN 3477, 3271-1 

MTU Type 3, Type 3.1 

Renault RXD/RLD-2/RGD 

Cummins CES 20076/77 

Mack EO-N, EO-M Plus 

Caterpillar ECF-1a 

JASO DH-2 

Scania low Ash 
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SPECIFICATIONS 

Analyses  Units  Results 

Density at 15° C kg/m3 860 

Flash point °C 212 

Pour Point °C −39 

Viscosity at:   

40° C mm2/s 95.7 

100° C mm2/s 14.0 

Viscosity Index  149 

Pumpability Limit °C <−24 

TBN mg KOH/g 10 

Ash Content % 1.0 


